


Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H

012AGM 12 50 520 207 175 190 15.9 0 L1 DIN AGM T1 B13 W5 C2 V3 M2

019AGM 12 92 850 354 175 190 27.2 0 L5 DIN AGM T1 B13 W5 C2 V3 M3

020AGM 12 105 950 394 175 190 29.8 0 L6 DIN AGM T1 B13 W5 C2 V3 M3

027AGM 12 60 640 242 175 190 17.0 0 L2 DIN AGM T1 B13 W5 C2 V3 M3

096AGM 12 70 720 278 175 190 21.0 0 L3 DIN AGM T1 B13 W5 C2 V3 M3

115AGM 12 80 800 315 175 190 24.2 0 L4 DIN AGM T1 B13 W5 C2 V3 M3

MX5AGM 12 31 475 197 130 178 12 0 U1 T1 N W5 C2 V2 E2

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H

005EFB 12 65 620 232 173 225 16.8 0 D23 JIS EFB 
(Q55/Q85) T1 N W3 C2 V3 M1

014EFB 12 65 620 232 173 225 17.3 1 D23 JIS EFB 
(Q55R/Q85R) T1 N W3 C2 V3 M1

019EFB 12 100 850 353 175 190 24 0 L5 DIN EFB T1 B13 W3 C2 V3 M1

027EFB 12 60 560 243 175 190 16.6 0 L2 DIN EFB T1 B13 W3 C2 V3 M1

030EFB 12 72 720 260 173 225 19.3 0 D26 JIS EFB 
(S85/S95) T1 N W3 C2 V3 M1

031EFB 12 72 720 260 173 225 19.5 1 D26 JIS EFB 
(S85R/S95R) T1 N W3 C2 V3 M1

053EFB 12 45 450 238 128 227 13 0 B24 JIS EFB 
(N55) T1/T3 N W3 C2 V3 M1

054EFB 12 40 400 197 128 227 10.7 0 B20 JIS EFB 
(M42) T1/T3 N WS C2 V3 M1

055EFB 12 40 400 197 128 227 10.7 1 B2- JIS EFB 
(M42R) T1/T3 N W3 C2 V3 M1

096EFB 12 70 700 278 175 190 19.3 0 L3 DIN EFB T1 B13 W3 C2 V3 M1

100EFB 12 65 650 277 175 175 17.6 0 LB3 DIN EFB T1 B13 W3 C2 V3 M2

110EFB 12 75 730 315 175 175 19.8 0 LB4 DIN EFB T1 B13 W3 C2 V3 M2

115EFB 12 85 760 317 175 190 21.2 0 L4 DIN EFB T1 B13 W3 C2 V3 M1

335EFB 12 80 780 305 173 225 22.5 0 D31 JIS EFB 
(T110) T1 N W3 C2 V3 M1



004SMF 12 50 400 202 173 225 12.9 1 D20 JIS T1 N W4 C2 V3 E1

005SMF 12 60 500 231 173 225 15.5 0 D23 JIS T1 N W3 C2 V2 E1

009SMF 12 30 300 167 129 224 8.6 0 B17 JIS T3 N W4 C2 V3 E1

012SMF 12 52 400 207 175 190 13.3 0 L1 DIN T1 B13/B14 W3 C2 V2 E1

014SMF 12 60 500 231 173 225 15.5 1 D23 JIS T1 N W3 C2 V2 E1

017SMF 12 88 680 353 175 175 21.8 0 LB5 DIN T1 B13 W3 C2 V2 E1

019SMF 12 95 750 353 175 190 24 0 L5 DIN T1 B13 W3 C2 V2 E1

020SMF 12 110 900 394 175 190 26.3 0 L6 DIN T1 B13 W4 C2 V3 E1

027SMF 12 62 510 242 175 190 16 0 L2 DIN T1 B13 W3 C2 V2 E1

030SMF 12 70 540 258 174 225 18.4 0 D26 JIS T1 N W3 C2 V2 E1

031SMF 12 70 540 258 174 225 18.4 1 D26 JIS T1 N W3 C2 V2 E1

053SMF 12 45 330 238 129 225 12.4 0 B24 JIS T1/T3 N W3 C2 V2 E1

054SMF 12 36 330 187 127 227 9.3 0 B19 JIS T1/T3 N W3 C2 V2 E1

055SMF 12 36 330 187 127 227 9.3 1 B19 JIS T1/T3 N W3 C2 V2 E1

056SMF 12 36 330 187 136 227 9.3 0 B19 JIS T1/T3 B1 W3 C2 V2 E1

057SMF 12 45 330 238 129 225 12.4 1 B24 JIS T1/T3 N W3 C2 V2 E1

063SMF 12 45 380 207 175 175 11.6 0 LB1 DIN T1 B13/B14 W3 C2 V2 E1

068SMF 12 70 570 269 174 223 17.5 0 D26 JIS T1 B9 W4 C2 V3 E1

069SMF 12 70 570 269 174 223 17.5 1 D26 JIS T1 B9 W4 C2 V3 E1

075SMF 12 60 500 245 175 175 14.4 0 LB2 DIN T1 B13/B14 W3 C2 V2 E1

077SMF 12 45 380 207 175 190 12.7 1 L1 DIN T1 B13 W3 C2 V2 E1

078SMF 12 62 550 242 175 190 16 1 L2 DIN T1 B13 W3 C2 V2 E1

086SMF 12 75 650 278 175 190 19 1 L3 DIN T1 B13 W3 C2 V2 E1

096SMF 12 75 650 278 175 190 19 0 L3 DIN T1 B13 W3 C2 V2 E1

100SMF 12 71 650 278 175 175 17.1 0 LB3 DIN T1 B13/B14 W3 C2 V2 E1

102SMF 12 42 390 175 175 190 10.5 1 LO DIN T1 B13 W4 C2 V3 E1

108SMF 12 50 400 202 173 225 12.9 0 D20 JIS T1 B1 W4 C2 V3 E1

110SMF 12 80 680 315 175 175 17.2 0 LB4 DIN T1 B13 W3 C2 V2 E1

115SMF 12 85 760 317 175 190 19.8 0 L4 DIN T1 B13 W4 C2 V3 E1

116SMF 12 90 800 315 175 190 20.7 1 L4 DIN T1 B13 W4 C2 V3 E1

202SMF 12 42 360 175 175 190 10.5 0 L0 DIN T1 B13 W4 C2 V3 E1

205SMF 12 60 540 230 174 205 14.9 0 D23 LOW JIS T1 B1 W4 C2 V3 E1

214SMF 12 60 540 230 174 205 14.9 1 D23 LOW JIS T1 B1 W4 C2 V3 E1

334SMF 12 95 720 304 174 225 20.8 1 D31 JIS T1 B1 W3 C2 V2 E1

335SMF 12 95 720 304 174 225 20.8 0 D31 JIS T1 B1 W3 C2 W3 E1

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H



012MF 12 50 380 207 175 190 12.7 0 L1 DIN T1 B13 W3 C2 V2 E1
012MF 12 45 380 207 175 190 12.7 0 L1 DIN T1 B13 W3 C2 V2 E1
015MF 12 40 350 239 135 202 10.5 1 A (British Leyland) T1 B12 W3 C2 V2 E1
019MF 12 90 720 353 175 190 22.9 0 L5 DIN T1 B13 W3 C2 V2 E1
027MF 12 56 480 243 175 190 15 0 L2 DIN T1 B13/B14 W3 C2 V2 E1
037MF 12 35 330 238 135 206 9.7 0 A (FORD) T4 B12 W3 C2 V2 E1
038MF 12 35 330 239 135 202 11.1 1 A (British Leyland) T1 B12 W3 C2 V2 E1
048MF 12 45 350 220 135 225 13.1 0 E2 (Talbot) T1 B1 W3 C2 V2 E1
049MF 12 45 350 220 135 225 13.1 1 E2 (Talbot) T1 B1 W3 C2 V2 E1
063MF 12 40 360 207 175 175 11.4 0 LB1 DIN T1 B13/B14 W3 C2 V2 E1
072MF 12 70 570 258 173 206 18.8 1 D26 Lid (Volvo) T1 B14 W3 C2 V2 E1
075MF 12 56 470 243 175 175 13.7 0 LB2 DIN T1 B13/B14 W3 C2 V2 E1
085MF 12 40 350 207 175 175 10.4 0 LB1 DIN T4F B13/B14 W3 C2 V2 E1
096MF 12 70 640 278 175 190 18.4 0 L3 DIN T1 B13 W3 C2 V2 E1
097MF 12 54 470 242 175 175 12.8 0 LB2 DIN T4F B13/B14 W3 C2 V2 E1
100MF 12 70 640 278 175 175 15.8 0 LB3 DIN T1 B13/B14 W3 C2 V2 E1

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W H

111SMF 12 50 530 236 182 177 12.9 0 GR58 BCI T1 B1 W4 C2 V3 E1
113SMF 12 50 530 236 182 177 12.9 1 GR58 BCI T1 B1 W4 C2 V3 E1
750SMF 12 66 660 230 179 185 15 1 GR75 BCI FT B1 W4 C2 V3 E1
780SMF 12 74 740 260 183 185 16.7 1 GR78 BCI FT B1 W4 C2 V3 E1
AM80OV 12 80 600 300 186 190 16.4 1 GR79 BCI T1 B1 W2 C2 V2 E1

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H

Super Heavy Duty-SMF

627SMF 12 143 900 513 189 223 36.6 3 DIN A T1 N W3 C2 V4 E2
628SMF 12 143 900 513 189 223 36.6 4 DIN A T1 N W3 C2 V4 E2

629SMF 12 180 1125 511 222 215 45.3 3 DIN B T1 N W3 C2 V4 E2

630SMF 12 143 900 513 189 223 36.6 3 DIN A T1 B3 W3 C2 V4 E2
632SMF 12 220 1150 516 274 236 55.8 3 DIN C T1 N W3 C2 V4 E2
640SMF 12 100 800 329 173 240 24 9 GR31A BCI T1 N W3 C2 V3 E2
641SMF 12 110 925 329 173 240 25 9 GR31S BCI Thread N W3 C2 V3 E2
642SMF 12 115 1000 329 173 240 25 9 GR31A BCI T1 N W3 C2 V3 E2
665SMF 12 112 870 346 173 234 25.5 0 Low Compact T1 B1 W3 C2 V3 E2
669SMF 12 110 925 329 173 240 25 0 GR31A BCI T1 N W3 C2 V3 E2

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
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895OV 12 26 250 187 127 181 7.5 0 T4 N
896OV 12 26 250 187 127 181 7.5 1 T4 N
895SMF 12 30 330 194 126 183 7.8 0 T4 N
896SMF 12 30 330 194 126 183 7.8 1 T4 N

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Terminal Hold-
DownL W H

625EFB 12 230 1250 516 274 236 56.2 3 DIN C T1 N W3 C2 V4 M1
629EFB 12 185 1150 511 222 215 46.2 3 DIN B T1 N W3 C2 V4 M1

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W H

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case Type Terminal Hold-
Down

Water 
Loss

Charge
Retention

Vibration Endurance
L W T H

615HD 12 135 910 514 175 210 32.5 3 MAC 110 T1 B3 W3 C2 V3 E1
616HD 12 110 680 407 176 234 29.6 0 E41 JIS T1 N W2 C2 V2 E1
618HD 12 110 680 407 176 234 29.6 1 E41 JIS T1 N W2 C2 V2 E1
622HD 12 135 900 510 216 210 38 3 MAC 143 T1 N W2 C2 V2 E1
623HD 12 180 1100 513 223 223 44.9 4 DIN B T1 N W2 C2 V2 E1
624HD 12 200 1050 513 274 242 55 4 DIN C T1 N W2 C2 V2 E1
625HD 12 200 1050 513 274 242 55 3 DIN C T1 N W2 C2 V2 E1
627HD 12 120 680 513 189 223 33.6 3 DIN A T1 N W2 C2 V2 E1
629HD 12 170 1050 513 223 223 42 3 DIN B T1 N W2 C2 V2 E1
632HD 12 220 1150 513 274 242 57 3 DIN C T1 N W2 C2 V2 E1
633HD 12 140 900 360 253 240 40.8 6 Volvo T1 B1 W2 C2 V2 E1
638HD 12 140 1100 508 175 205 36.5 0 Tractor T1 B1 W2 C2 V2 E1
643HD 12 95 600 347 174 235 26 0 Low Compact T1 N W2 C2 V2 E1
644HD 12 95 600 347 174 235 26 1 Low Compact T1 N W2 C2 V2 E1
655HD 12 125 720 347 174 285 34 0 Low Compact T1 N W2 C2 V2 E1
656HD 12 125 720 347 174 285 34 1 Low Compact T1 N W2 C2 V2 E1
663HD 12 110 750 347 174 235 27.6 0 Low Compact T1 N W2 C2 V2 E1
664HD 12 110 750 347 174 235 27.6 1 Low Compact T1 N W2 C2 V2 E1

6TNHD 12 125 700 280 267 230 37.6 7 6TN T1 N W2 C2 V2 E1

627SHD 12 143 900 513 189 223 37.6 3 DIN A T1 N W2 C2 V2 E2
629SHD 12 180 1100 513 223 223 44.9 3 DIN B T1 N W2 C2 V2 E2
657SHD 12 142 850 345 175 275 35.5 0 Tall Compact T1 N W3 C2 V2 E2
724SHD 12 225 1200 518 276 243 59.6 4 DIN C T1 N W3 C2 V2 E2
725SHD 12 255 1200 518 276 243 59.6 3 DIN C T1 N W3 C2 V2 E2



Type V AH CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case 
Type

Terminal Hold-
Down

Lid MCA A Watt 
Hours

NCC 
ClassL W H

LM26-70 12 70 480 269 174 225 17 1 GR24 T1 B5 MF 580 840 C

LM26-80 12 80 560 269 174 225 18 1 GR24 T1 B5 MF 680 960 C

LM35-90 12 90 680 352 175 227 23.6 1 EU Lo D2 T1 N MF 820 1080 C

LM35-100 12 100 720 352 175 227 24.7 1 EU Lo D2 T1 N MF 875 1200 C

LM35-115 12 115 750 352 175 227 25.4 1 EU Lo D2 T1 N MF 915 1380 C

LM36-100 12 100 900 353 175 190 23.3 0 L5 DIN T1 B13 SMF 1000 1200 C

LM28-EFB 12 75 730 278 175 190 19.3 0 L3 DIN T1 B13 SMF 900 900 -

LM36-EFB 12 100 850 353 175 190 24 0 L5 DIN T1 B13 SMF 1050 1200 B
LM26-AGM 12 90 300 259 168 236 27 1 GR24 M6(F)/T1 N VRLA 350 1080 A
LM36-AGM 12 95 850 353 175 190 25.6 0 L5 DIN T1 B13 VRLA 1050 1140 A

MF24-85 12 85 650 260 174 225 18.9 1 GR24 DT B5 SMF 780 960 -

MF27-100 12 100 720 304 173 225 21.2 1 GR27 DT B1 SMF 860 1080 -

MF31-110 12 110 800 330 173 240 23.5 1 GR31 DT N SMF 960 1200 -

Type V AH CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case 
Type

Terminal Hold-
Down

Lid MCA A Watt 
Hours

NCC 
ClassL W H

627SMF 12 143 900 513 189 223 36.5 3 DIN A T1 N SMF 1050 1716 -

629SMF 12 180 1125 511 222 215 45.3 3 DIN B T1 N SMF 1380 2160 -

632SMF 12 220 1150 516 274 236 56.4 3 DIN C T1 N SMF 1450 2640 -

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case 
Type

Terminal Hold-
Down

Lid MCA A Watt 
Hours

NCC 
ClassL W H

31MDC-120 12 120 800 330 171 238 25.9 1 GR31 DT N SMF 1000 1440 -

Type V AH
C20

CCA
EN1

Dimensions (mm) Weight 
Kg’s

Layout Case 
Type

Terminal Hold-
Down

Lid MCA A Watt 
Hours

NCC 
ClassL W H



GB 12 040 12 33 40 210 175 175 0 T1 14.6

GB 12 060 12 51 56 278 175 190 0 T1 20.8

GB 12 080 12 65 80 353 175 190 0 T1 26.8

GB 12 085 12 66 85 349 175 235 1 T1 30.0

GB 12 120S 12 105 120 349 175 289 3 T1 38.7

GB 12 120 12 105 120 513 189 223 0 T1 40.0

GB 12 140 12 128 140 513 223 219 3 T1 45.5

GB 12 210 12 193 210 518 274 238 3 T1 62.5

Part No Volts Ah 
C5

Ah  
C20

Dimensions (mm) Layout Terminal Weight 
(Kg)Length Width Total Height

GB 06 195 6 160 195 246 192 275 0 T1 29.0

GB 06 200 6 160 196 264 183 270 0 DT 33.0

GB 06 300 6 255 300 295 178 365 0 T1 41.5

Part No. Volts Ah 
C5

Ah 
C20

Dimensions (mm) Layout Terminal Weight 
(Kg)Length Width Total Height

GBA 24 DT 12 63 74 277 173 251 1 DT 23.6

GBA 27 DT 12 72 86 326 173 251 1 DT 28.6

GBA 31 DT 12 86 98 329 171 237 1 DT 31.8

GBA 4D T1 12 153 183 527 214 254 4 T1 62.0

GBA 8D T1 12 188 225 534 279 251 4 T1 75.0

Part No Volts Ah 
C5

Ah 
C20

Dimensions (mm) Layout Terminal Weight 
(Kg)Length Width Total Height
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280 11213 150 BAR 503 98 192 217 9 T1 N 4

311LBH 60 BAR 225 179 164 189 0 T1 TOP 3

401 06611 60 BAR 186 170 164 189 0 T1 N 3

404 07715 71 BAR 215 171 165 190 0 T1 B12 3

404/15 07715 79 BAR 215 171 165 190 0 T1 B12 3

404/19 07715 102 BAR 215 171 165 190 0 T1 B12 3

421 05611 58 BAR 169 174 192 217 0 T1 N 3

421/11 05611 73 BAR 169 174 192 217 0 T1 N 3

421/13 05611 88 BAR 169 174 192 217 0 T1 N 3

421/M 05611 58 MONO 169 174 192 217 0 T1 N 3

451 18011 190 BAR 412 175 200 225 1 T1 N 6

451EU 18011 BAR 392 175 210 235 1 T1 N 6

501 08411 88 BAR 224 173 192 217 0 T1 N 3

501/17 09611 117 BAR 224 173 192 217 0 T1 N 4

501/17TALL 10211 117 BAR 225 173 210 235 0 T1 N 4

511UK 09811 103 BAR 255 172 200 225 0 T1 N 4

511T/UK 09811 131 BAR 255 172 200 225 0 T1 N 4

511 09811 103 BAR 263 172 192 217 0 T1 N 4

511/TALL 12018 117 BAR 263 176 210 235 0 T1 N 4

511/21 09811 146 BAR 263 172 192 217 0 T1 N 4

511/21-V8P 115 BAR 263 172 192 217 0 T1 N 3

Part No Nearest 
Din Type

AH  
@ 20 

Hr rate

Lid 
Type

DIMENSIONS (mm)
Layout Terminal 

Type

Base 
Holdown 
Features

Acid 
Qty 

LitresLength Width Height T. Height



521 11211 117 BAR 291 170 202 227 0 T1 N 6

521/21 11211 146 BAR 291 170 202 227 0 T1 N 6

521/EU* 11211 117 BAR 296 173 210 235 0 T1 N 6

531 15012 131 BAR 320 170 201 226 0 T1 N 6

531/EU* 15012 131 BAR 329 175 210 235 0 T1 N 6

531/21 15012 150 BAR 320 170 201 226 0 T1 N 6

541 150 BAR 347 174 200 225 0 T1 N 6

591* 140 BAR 265 173 267 292 0 T1 N 6

702 240 MONO 315 181 372 372 0 T9 B4 7

703 280 MONO 372 181 372 372 0 T9 B4 9

712 240 MONO 315 181 372 397 0 T1 B4 7

713 280 MONO 372 181 372 397 0 T1 B4 9

722 218 MONO 422 176 215 255 0 T9 B4 7

733 218 MONO 422 176 215 240 0 T1 B4 7

Part No Nearest 
Din Type

AH  
@ 20 

Hr rate

Lid 
Type

DIMENSIONS (mm)
Layout Terminal 

Type

Base 
Holdown 
Features

Acid 
Qty 

LitresLength Width Height T. Height

182 65 BAR 332 133 178 203 1 T1 B12 4

183 65 BAR 332 133 178 203 0 T4 B12 4

165 45 BAR 241 134 178 203 1 T1 N 4

166 45 BAR 241 134 178 203 0 T4 N 4

182M 65 MONO 330 137 178 203 1 T1 B12 4

183M 65 MONO 330 137 178 203 0 T4 B12 4

241 56037 73 BAR 307 170 205 230 0 T1 N 6

241LOW 60 BAR 307 170 175 200 0 T1 N 4

241/13 56037 88 BAR 307 170 205 230 0 T1 N 6

241/13LOW 71 BAR 307 170 175 200 0 T1 N 4

242 56014 73 BAR 307 170 205 230 1 T1 N 6

242LOW 60 BAR 307 170 175 200 1 T1 N 4

242/13 56014 88 BAR 307 170 205 230 1 T1 N 6

242/13LOW 71 BAR 307 170 175 200 1 T1 N 4

243 102 BAR 346 175 214 239 0 T1 N 6

244 102 BAR 346 175 214 239 1 T1 N 6

279 57016 73 BAR 485 110 195 220 8 T1 N 6

279/LOW 60 BAR 485 110 167 192 8 T1 N 4

279/13 57016 88 BAR 485 110 195 220 8 T1 N 6

279/13LOW 71 BAR 485 110 167 192 8 T1 N 4

Part No Nearest 
Din Type

AH  
@ 20 

Hr rate

Lid 
Type

DIMENSIONS (mm)
Layout Terminal 

Type

Base 
Holdown 
Features

Acid 
Qty 

LitresLength Width Height T. Height

Keep Batteries Charged
All batteries must be kept 
charged especially when not in 
frequent use



291 56011 58 BAR 249 165 197 222 1 T1 N 4

291/11 56011 73 BAR 249 165 197 222 1 T1 N 4

292 56037 58 BAR 249 165 197 222 0 T1 N 4

292/11 56037 73 BAR 249 165 197 222 0 T1 N 4

321* 147 BAR 513 220 200 225 3 T1 N 9

323* 147 BAR 513 220 200 225 4 T1 N 9

324* 190 BAR 513 278 200 225 4 T1 N 10

325* 190 BAR 513 278 200 225 3 T1 N 10

333* 61815 131 BAR 356 250 210 235 6 T1 N 8

333/21* 61815 146 BAR 356 250 210 235 6 T1 N 8

602 102 BAR 370 172 200 225 1 T1 N 7

602/LOW 80 BAR 370 172 168 193 1 T1 N 6

602/17 117 BAR 370 172 200 225 1 T1 N 6

602/17LOW 91 BAR 370 172 168 193 1 T1 N 6

612 117 BAR 445 174 210 235 1 T1 N 7

612LOW 58411 91 BAR 445 174 187 212 1 T1 N 7

Part No Nearest 
Din Type

AH  
@ 20 

Hr rate

Lid 
Type

DIMENSIONS (mm)
Layout Terminal 

Type

Base 
Holdown 
Features

Acid 
Qty 

LitresLength Width Height T. Height

Lid Type



Type CAPACITY DIMENSIONS (mm) Approx. 
Weight 
(Kg’s)

Terminal Layout

@25A
(mins)

@75A
(mins)

c5
(AH)

c20
(AH)

Length Width Height Total 
Height

Deep Cycle 6 Volt

DCB605-6 383 105 175 210 259 179 245 276 27 TH/ET* 0

DCB105-6 447 115 185 225 259 179 245 276 28.6 TH/ET* 0

DCB125-6 488 132 195 240 259 179 245 276 30.7 TH/ET* 0

DCB145-6 530 145 215 260 259 179 264 295 33 TH/ET* 0

DCB390-6 790 215 310 390 314 183 410 4 52.2 DT 0

Deep Cycle 8 Volt

DCB875-8 295 75 145 170 262 181 245 276 29 TH/ET* 1

Deep Cycle 12 Volt

DCB24-12 130 - - - 65 80 260 175 214 220 18.9 DT 1

DCB27-12 170 - - - 75 95 304 173 214 220 21.4 DT 1

DCB31-12 200 - - - 90 110 336 173 220 235 23.9 DT 1
DCB1275-12 290 70 125 150 329 181 245 276 37.5 ET 1

1. Case/Lid: a. Less weight, shock resistant & acid resistant thanks to PP Resin 
construction

b. Specially designed structure to prevent short circuit from active 
material shedding in the bottom

2. Terminal: a. Cast with special lead alloy

b. Special plating to minimise heat generation electric resistance

c. Designed to be vibration resistant

d. Easily detachable with standard & bolt/nut structure

3. Cap: a. Designed and engineered to allow gas venting

b. Easy to refill and maintain

4. Separator: a. Porous rubber material protects against acid corrosion

b. Excellent physical characteristics and lower electric resistance

c. Uses micro-fibre glass mat to minimise active material 
shedding

5. Plates: a. Negative - 99.9% pure lead with hard paste feature, specific 
additives for excellent deep cycle ability

b. Positive - corrosion resistant grid with special paste feature, specific 
additives for deep cycle purpose

12 VOLT6 VOLT
T.3

Small

T.1

Standard

T.4F TM

T.4

0
0

3

4

1

9

1
6

7 8

BATTERY TERMINAL TYPEBATTERY TERMINAL LAYOUT

LID TYPE

BATTERY HOLD DOWN & FEATURES

B12

B9

B14

B5

29
29

2910
.5

10
.5

10
.5

29

10
.5

10
.5

10
.5

10
.5

1919

N

B1

B3

B4

BAR MONO

DT



Type AMP- HR CAPACITY RESERVE CAPACITY MINS STORAGE DIMENSIONS Terminal Layout

20-Hr
Rate

5-Hr
Rate

75-
Amps

56- 
Amps

25-
Amps

kWh¹
100-Hr

kWh¹
20-Hr

Inches Millimetres Weight

L W H L W H Lbs Kgs

6 Volt Commercial Deep Cycle Batteries
CR-205 205 170 105 --- 365 1.33 1.19 10.25 7.06 10.94 260 179 278 56 25.4 STD 0

CR-220 220 180 110 --- 385 1.43 1.28 10.25 7.06 10.94 260 179 278 60 27.2 STD, S 0

CR-235 235 185 122 --- 450 1.51 1.37 10.25 7.06 10.94 260 179 278 63 28.6 STD, S 0

CR-240 240 195 135 --- 485 1.54 1.4 10.25 7.06 10.94 260 179 278 68 30.8 STD 0

CR-DGC 240 195 130 --- 480 1.54 1.4 9.63 7.5 10.75 245 191 273 65 29.5 A 0

CR-260 260 215 150 --- 525 1.7 1.51 10.25 7.06 11.63 260 179 295 75 34 STD,S 0

CR-250 250 215 150 --- 540 1.63 1.46 11.75 7.19 11.13 298 183 283 76 34.5 STD 0

CR-305 305 255 170 --- 620 1.95 1.78 12.19 7.19 14.13 310 183 359 90 40.8 STD 0

CR-330 330 270 190 --- 676 2.12 1.92 12.19 7.19 14.13 310 183 359 93 42.2 STD 0

CR-350 350 290 210 --- 725 2.27 2.04 12.19 7.19 14.13 310 183 359 101 45.8 STD 0

CR-370 370 295 190 --- 750 2.42 2.15 12.38 7.19 16.13 314 183 410 109 49.4 STD 0

CR-390 390 310 215 --- 790 2.53 2.27 12.38 7.19 16.13 314 183 410 115 52.2 STD 0

CR-430 430 340 240 --- 920 2.79 2.5 12.38 7.19 16.13 314 183 410 122 55.3 STD 0

8 Volt Commercial Deep Cycle Batteries
CR-150 150 120 65 90 250 1.28 0.87 10.31 7.06 10.82 262 179 275 60 27.2 STD 1

CR-165 165 140 82 117 304 1.4 0.96 10.31 7.06 10.82 262 179 275 64 29 STD 1

CR-190 190 155 95 135 353 1.63 1.11 10.31 7.06 10.82 262 179 275 69 31.3 STD 1

12 Volt Commercial Deep Cycle Batteries
24HDC 90 70 33 --- 140 1.11 0.52 11.06 6.81 9.38 281 173 238 50 22.7 STD 1

27HDC 115 95 43 --- 180 1.51 0.67 12.95 6.81 9.38 329 173 238 58 26.3 STD 1

31HDC 130 105 46 --- 200 1.69 0.76 13 6.75 9.38 330 171 238 66 29.9 STD 1

CR-GC150 150 120 61 103 243 1.92 0.87 12.92 7.06 10.53 328 179 267 81 36.7 STD 1

CR-GC155 155 125 75 110 286 1.98 0.90 12.92 7.06 10.53 328 179 267 88 39.9 STD 1

CR-185 185 150 85 --- 326 2.39 1.08 15.5 7 14.63 394 178 372 107 48.5 STD 0

CR-195 192 160 100 --- 370 2.5 1.13 15.5 7 14.63 394 178 372 107 48.5 STD 0

CR-215 215 175 118 --- 429 2.79 1.25 15.5 7 14.63 394 178 372 120 54.4 STD 0



Type ELECTRICAL CAPACITY DIMENSIONS Terminal Layout

Volts Ah MCA 
Rating

CCA 
Rating

RC 
Minutes

Inches Millimetres Weight

L W H L W H Lbs Kgs

12 Volt Crown Marine Deep Cycle

27DC105 12 105 --- --- 40 12.95 6.81 9.38 329 173 238 52 23.6 STD 0

31MDC-120 12 120 1250 1000 190 13 6.75 9.38 330 171 238 60 27.2 STD 1

12 Volt Crown Heavy Duty

31A-XD 12 120 --- 1100 --- 13 6.75 9.38 330 171 238 61 27.6 A 9

4D-XD 12 200 1625 1300 375 20.75 8.63 10 527 219 254 111 50.3 A 4

8D-XD 12 225 1810 1450 430 20.75 11 10 527 279 254 128 58.1 A 4

12 Volt Crown Severe Duty-CV

31DTSDC-XD 12 120 1250 1000 190 13 6.75 9.38 330 171 238 60 27.2 STD 1

4DSDC-XD 12 200 1625 1300 375 20.75 8.63 10 527 219 254 111 50.3 A 4

8DSDC-XD 12 225 1810 1450 430 20.75 11 10 527 279 254 128 58.1 A 4

6CRV215 6 215 --- 670 --- 12.05 6.89 8.08 306 175 205 65 29.5 M6(F) 0

6CRV220 6 220 --- --- 105 10.25 7.06 10.94 260 179 278 66 30 STD 0

12CRV80 12 80 --- --- 140 11.26 6.75 9.38 286 171 238 51 23.1 STD 1

12CRV100 12 98 --- --- 170 13 6.75 9.38 330 171 238 59 27 STD 1

12CRV110 12 110 --- --- 200 13 6.75 9.44 330 171 240 60 27.2 STD 1

Type ELECTRICAL CAPACITY DIMENSIONS Terminal Layout

Volts Ah MCA 
Rating

CCA 
Rating

RC 
Minutes

Inches Millimetres Weight

L W H L W H Lbs Kgs



HP1.2-12 12 --- 1.2 1.12 1.01 97 43 52 58 0.57 3 STO
HP2.3-12 12 --- 2.3 2.14 1.93 178 35 60 66 0.96 0 STO
HP2.9-12 12 --- 2.9 2.7 2.44 79 56 99 105 1.10 1 STO
HP3.2-12 12 --- 3.2 2.98 2.69 134 67 60.5 66.5 1.35 3 STO
HP5-12 12 --- 5 4.65 4.2 90 70 101 107 1.75 0 STO
HP7-12 12 --- 7 6.53 5.8 151 65 93.5 99 2.18 2 STO
HP7.5-12 12 --- 7.5 7 6.25 151 65 93.5 99 2.35 2 STO
HP12-12 12 --- 12 11.2 10.2 151 98 95 101 3.5 2 STO
HP18-12 12 --- 18 16.7 15.1 181.5 77 167.5 167.5 5.40 1 M5
HP20-12 12 --- 20 18.6 17 181.5 77 167.5 167.5 5.78 1 M5
HP26-12 12 --- 26 24.2 22.1 181.5 175 125 125 7.8 1 M5
HP35-12 12 --- 35 32.6 29.8 195 130 164 178 11.2 0 M6
HP45-12 12 52 46.8 45 38.7 197 165 170 170 14.2 1 M6
HP85-12 12 92 83.2 80 69 259 168 208 214 23.8 0 M6
HP110-12 12 115 104 100 88 330 173 212 220 30.6 0 M8
HP140-12 12 161 140.4 165 116 345 172 274 280 41.2 0 M8
HP200-12 12 230 208 200 172 522 240 218 224 59.8 3 M8
HP260-12 12 288 260 250 215 522 268 220 226 72.5 3 M8

Type V AH
C100

AH
C20

AH
C10

AH
C5

Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

HPC90-12DT 12 93 90 85 77 260 168 208 233 23.5 0 DT
HPC100-12DT 12 115 108 104 96 306 168 208 233 27.8 0 DT
HPC115-12DT 12 130 118 113 107 330 173 212 237 31.7 0 DT
HPC150-12 12 172 160 150 132 335 172 275 278 42.4 0 M8
HPC200-12 12 215 200 190 172 527 214 222 244 56.1 3 DT
HPC220-12DT 12 245 220 210 190 387 180 346 368 59.7 1 DT
HPC260-12 12 262 250 225 205 527 280 230 252 72 3 DT
HPC165-8DT 8 --- 165 152 140 260 180 252 274 29.2 1 DT
HPC200-6 6 215 208 200 172 306 168 222 228 28 4 M8
HPC210-6DT 6 231 210 192 173 260 180 252 274 27 5 DT
HPC225-6 6 246 224 210 192 260 180 247 253 30.5 5 M8/DT *
HPC245-6 6 270 245 232 210 243 188 275 275 32.4 5 M8
HPC265-6 6 285 268 255 230 262 180 263 268 32.9 5 M8/DT *
HPC350-6DT 6 385 350 332 305 295 180 346 368 48 5 DT
HPC400-6DT 6 435 400 375 342 295 180 406 428 54.2 5 DT

Type V AH
C100

AH
C20

AH
C10

AH
C5

Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

* DT available on request



HPX5.4-12 12 20.7 5.4 90 70 101 107 1.77 2 ST1
HPX9-12 12 33.5 9 151 65 93.5 99 2.66 2 ST1

Type V 15 Min WPC
1.67VPC

Ah (20hr)
1.8VPC

Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

HPA12-300 12 324.6 82 260 168 208 211 24 0 M6
HPA12-350 12 370.3 95 306 168 207 210 28 0 M6
HPA12-400 12 405.7 100 325 170 213 216 31.4 0 M8
HPA12-540 12 539 155 335 172 275 278 42.4 0 M8

Type V 15 Min WPC
1.67VPC

Ah (20hr)
1.8VPC

Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

HPS100-12 12 110 100 95.2 83 306 168 208 214 30.6 0 M6

Type V AH
C100

AH
C20

AH
C10

AH
C5

Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

Type V Energy WH AH Dimensions (mm) Total 
Height

Weight 
(kgs)

Layout Terminal
Length Width Height

HLP80-12 12.8 1024 80 260 168 208 211 11.3 0 M6
HLP95-12 12.8 1216 95 353 175 190 190 13.7 0 M6
HLP100-12 12.8 1280 100 306 168 210 213 13.6 0 M8
HLP120-12 12.8 1536 120 330 173 209 212 15.8 0 M8
HLP200-12 12.8 2560 200 522 240 218 224 29.6 3 M8
HLP250-12 12.8 3200 250 522 240 218 224 33 3 M8



WATER
LOSS

W5
W1 - W5

CHARGE
RETENTION

C2
C1 - C2

VIBRATION

V4
V1 - V4

ENDURANCE

E2
E1 - E4

MICRO-CYCLE

M3
M1 - M3

1200
WATT HOURS

160
CYCLES

UP TO

960
MCA

UP TO

65
Ah

640
A (EN)



T1
Standard DIN post

T3
Small Japanese JIS terminal

FT
US BCI group type

Series

Doubles Voltage

Parallel

Doubles Ah

Series & Parallel

Doubles Voltage & Ah

Thread
US BCI stud terminal

T4 T4F DT
Dual Terminals

N B1

B3 B9

B12 B13

B13/14





•Always keep battery level - DO NOT TILT. (Flooded)




